
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

Fig. 
Number Pipe Size O.D. Size 

Std. 
Package 

Material 
Size 

Max. Rec. Loads 
Weight 
Each X Y Z 

Lbs. kN Lbs. kN Lbs. kN Lbs. Kg 

2001 3/8 (10) -- -- 100 16 Ga. 50 (0.22) 50 (0.22) 400 (1.78) 0.10 ( 0.05) 

2002 1/2 (15) -- -- 100 16 Ga. 50 (0.22) 50 (0.22) 400 (1.78) 0.10 ( 0.05) 

2003 3/4 (20) -- -- 100 14 Ga. 75 (0.33) 75 (0.33) 600 (2.67) 0.14 (0.06) 

2004 1 (25) -- -- 100 14 Ga. 75 (0.33) 75 (0.33) 600 (2.67) 0.17 (0.08) 

2005 11/4 (32) -- -- 100 14 Ga. 75 (0.33) 75 (0.33) 600 (2.67) 0.21 (0.10) 

2006 11/2 (40) -- -- 50 12 Ga. 125 (0.56) 125 (0.56) 800 (3.56) 0.30 (0.14) 

2007 2 (50) 23/8 (60.33) 50 12 Ga. 125 (0.56) 125 (0.56) 800 (3.56) 0.35 (0.16) 

2008 21/2 (65) 27/8 (73.03) 50 12 Ga. 125 (0.56) 125 (0.56) 800 (3.56) 0.39 (0.18) 

2009 3 (80) 31/2 (88.90) 50 12 Ga. 125 (0.56) 125 (0.56) 800 (3.56) 0.46 (0.21) 

2010 31/2 (90) 4 (101.60) 50 11 Ga. 150 (0.67) 200 (0.89) 1000 (4.45) 0.65 (0.29) 

2011 4 (100) 41/2 (114.30) 25 11 Ga. 150 (0.67) 200 (0.89) 1000 (4.45) 0.66 (0.30) 

2012 5 (125) -- -- 25 11 Ga. 150 (0.67) 200 (0.89) 1000 (4.45) 0.79 (0.36) 

2013 6 (150) 65/8 (168.28) 25 11 Ga. 150 (0.67) 200 (0.89) 1000 (4.45) 1.00 (0.45) 

2014 8 (200) 85/8 (219.08) 25 11 Ga. 200 (0.89) 250 (1.11) 1000 (4.45) 1.14 (0.52) 

2015 10 (65) 103/4 (273.05) 25 11 Ga. 200 (0.89) 250 (1.11) 1000 (4.45) 1.43 (0.65) 

2016 12 (80) 123/4 (323.85) 25 11 Ga. 200 (0.89) 250 (1.11) 1000 (4.45) 1.74 (0.79) 

Available in aluminum and stainless steel. Price on request. To order aluminum, add suffix AL to fig. 
number. To order stainless steel, specify 304 or 316 and add suffix SS to fig. number. 

MATERIAL: 
Low carbon steel 
FINISH: 
Electro-galvanized 
ORDERING:  
Specify figure number 
and pipe size. 

2001 - 2016 

STRUT CLAMPS 

I.P. Pipe Clamp 

Unless otherwise specified, all dimensions on drawings and in charts are in inches and dimensions shown in parentheses are in millimeters. 


