
SPECIFICATION
Sioux Chief Plumb Perfect Series 100% corrosion proof Nylon closet 
bolt; lab tested to exceed 1,100 lbs. tensile strength per bolt; designed 
for smoother, faster threading; with unique bolt base which preloads 
into any flange and eliminates the need to double nut; nut is sized for ½" 
socket or nut driver; for use with bolt caps, resists damaging china due to 
overtightening.

MATERIALS
bolt: 40% glass-filled nylon
nut: 40% glass-filled nylon

TENSILE STRENgTh
1,100+ lbs. per bolt

dIMENSIONS
A: Thread height 115 ⁄16" 215⁄16"
B: Overall height 2½" 3½"
C: Inside track stem ¼"
D: Base height 9 ⁄16"
E: Base length 11 ⁄16"
F: Base width ½"
G: Base cap 7⁄16"

42A-B

42_ series Plumb Perfect™

A BOlT lENGTh
 □ 5 2½" bolt, nut
 □ 7 3½" bolt, nut

B OPTIONAl PACkAGING
 □ _* Bulk, 100 bolts, 100 nuts/box
 □ PB Bagged, 50 bagged pairs/box
 □ PBJ Display jar, 50 bagged pairs/jar

* no number for this option, write nothing in space B

e.g. 425-PBJ = Two nuts and two 2½" bolts bagged, 50 pairs/jar

CORROSION PROOF CLOSET BOLT
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