Fit Quick

Push Fitting System

Push-Fit Tankless Water
Heater Connectors

690-3045 & 690-3075
info at www.siouxchief.com

Fit Quick”

Full Flow Fitting
No Restriction

Stainless steel EPDM
gripping teeth o-ring seal
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Supply - Access - Drainage - Testing - Support - Specialties - Tools

+UNIVERSAL
Connects Copper, PEX, or CPVC tubing in potable
water or hydronic heating system applications

«-APPROVED

Certified to ASSE 1061 / NSF 61 standards. Listed
by IAPMO to meet cUPCus and IPC requirements

- VERSATILE

Removable, reusable or a permanent plumbing
connection. Can be rotated after installation

+TESTED
100% pressure tested and authorized for
underground or sealed wall applications

+« WARRANTED
25-Year warranty S-
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Coupling

* Perfect for connecting different types of tube
« Individually bagged with tube stiffeners

645QB2
¢ Item No. Descripti Min.  Case List
. ption Pk oty. aty. Price
645QB2 " Push-Fit x %" Push-Fit C* 12 12 7.94€a
645QB3 %" Push-Fit x %" Push-Fit C* 12 12 9.08¢A
645QB32 %" Push-Fit x %2" Push-Fit C* 6 6 88TEA
645QB4 1" Push-Fit x 1" Push-Fit C* 6 6 1915¢€aA
645QB43 1" Push-Fit x %" Push-Fit C* 6 6 2209¢EA
645QB5 1%" Push-Fit x 1%" Push-Fit! C* 3 3 6266EA
L SI 3 > 600QB306 645QB6  1%" Push-Fit x 1%" Push-Fit! C* 3 3 87.08¢ta
Ipen 645QB7 2" Push-Fit x 2' Push-Fit  C* 3 3 127.22¢a
SLIP COUPLING
600QB206 ¥2" Full-slip Push-Fit x ¥2" Push-Fit C* 6 6 1544 kA
Use tube stiffeners when 600QB306 34" Full-slip Push-Fit x 34" Push-Fit C* 6 6 1894 kA
inserting PEX tube 600QB406 1" Full-slip Push-Fitx 1" Push-Fit C* 6 6 27.09 Ea
1 Does not include tube stiffeners
* Perfect for connecting different types of tube
* Individually bagged with tube stiffeners
641QB323
Item No. Description Pkg 'g'l:;; %1? PLrIIf:';
641QB222 %" x ¥" x %" Push-Fit C* 12 12 11.35€EA
641QB322 34" x %" x %" Push-Fit C* 12 12 13.41¢Ea
641QB323 %" x %" x %" Push-Fit  C* 6 6 14.04€A
641Q0B332 3" x %" x %" Push-Fit C* 6 6 13.42¢Ea
_ 641QB222 641QB333 3" x %" x %" Push-Fit  C* 6 6 15.90€eA
Use tube stiffeners when 641QB443 1' x %" x %' Push-Fit C* 6 6 24.18¢A
inserting PEX tube 641QB444 1' x 1' x 1' Push-Fit C* 6 6 23.68¢A
« Perfect for connecting different types of tube
« Individually bagged with tube stiffeners
632QB222F
Item No. Description Pkg Ig;; %at;e Pl}ii?e
PUSH-FIT X PUSH-FIT
642QB2 %" x %" Elbow c* 12 12 8.23Ea
63208222M 6420B3 %" x %' Elbow C* 12 12 1026€a
642Q0B32 3" x %" Elbow c* 6 6 10.18€A
642QB4 1" x 1' Elbow c* 6 6 19.56EA
FIP X PUSH-FIT
632QB222F %" x %" Elbow c* 6 6  7.72€A
Use tube stiffeners when 642 MIP X PUSH-FIT
. R QB2
inserting PEX tube 632QB222M %" x %" Elbow c* 6 6 7.60 EA

Packaging Codes || B:bulk C:cut-case box *:individually bar-coded



Thread Adapter

¢ Individually bagged with tube stiffeners
Item No. Description Pkg 'g":;' %at;e P"’iii';
MIP X PUSH-FIT
646QB2 1" MIP %" Push-Fit C* 12 12 6.39FA

X
646QB3 3" MIP x 3% Push-Fit C* 12 12 7.22€A 646083
646QB32 3" MIP x %" Push-Fit C* 6 6 7.16¢A
646QB4 1" MIP x 1" Push-fit C* 6 6 14.76 A ’n i
FIP X PUSH-FIT
647QB2 %" FIP x %" Push-Fit C* 12 12 6.31ea 647082
647QB3 %" FIP x 3" Push-Fit C* 6 6  7.39EA
647QB32 3" FIP x %' Push-Fit C* 6 6 7.36EA
647Q0B34 %" FIP x 1" PushFit C* 6 6 12.51¢A Use tube stiffeners when
647QB4 1' FIP x 1' Push-Fit C* 6 6 14.21ea inserting PEX tube
e Three ears provide extra stability
¢ Individually bagged with tube stiffeners
Item No. Description Pkg 'é't';' %a';e e - Use tube stiffeners when
647QB2E %" FIP x %" Push-Fit C* 6 6  7.99€a inserting PEX tube
< 647QB2E
¢ Full-port ball valve
* Tested to 200 psi at 200 °F
¢ Individually bagged with tube stiffeners
Item No. Description Pkg 'gtl;l ((:)at?’e PLrIIf:te
" ) 648QB2
648QB2 %" x Y¥" FP Ball Valve C* 12 12 16.50€a _ Use tube stiff A
648QB3 %' x %' FP BallValve C* 12 12 2253¢a inssi:;‘ing ;tE'X‘iL‘ggs when
648QB4 1" x 1" FPBall Valve c* 6 6 37.38EA

1/a-Turn Supply Stop

* 15" Push-Fit x 36" OD compression

* Chrome plated finish

*Tested to 200 psi at 200°F
Use tube stiffeners when  © Individually bagged with tube stiffeners

inserting PEX tube
Item No. Description Pkg '&I;‘ %ats;’e PLrIIScte 648QBD220A
648QB220A  ¥-Turn angle stop C* 12 12 12.16EA
648QB220S  ¥-Turn straight stop C* 12 12 12.16€EA
648QBD220A ¥s-Turn dual-angle stop C* 12 12 17.55€A 648QB220S
« Fast, easy way to test. Reusable
¢ Individually bagged with tube stiffeners
Item No. Description Pkg Ig;; %‘g'e Pl}iiscte
605QB2 14" Push-Fit cap C* 12 12  6.66 EA Use tube stiffeners when 605083
605QB3 %" Push-Fit cap C* 6 6 8.34 EA inserting PEX tube
605QB4 1" Push-Fit cap C* 6 6 18.16¢EA

Packaging Codes || B: bulk C:cut-case box *:individually bar-coded



Disconnect Tool

* Use to disconnect tube from fitting

« 1Y4" - 2" tools come with special instructions for use
Item No. Description Pkg 'gt"; %at?e Pl'riis;
305Q2 142" Disconnect tool Cc* 1 24 1.74 A
305Q3 34" Disconnect tool Cc* 1 24 1.74 A
305Q4 1" Disconnect tool C* 1 12 1.95 EA
30502 305Q5 1%4" Disconnect tool Cc* 1 1 19.25EA
305Q6 1%2" Disconnect tool C* 1 1 20.50EA
305Q7 2" Disconnect tool C* 1 1 20.50EA
e Included with most Fit Quick fittings
* Tube stiffener MUST be inserted into end of PEX
tube before inserting into Fit Quick fitting or valve
Item No. Description Pkg 'g;; %at?f PLriif:';
603Q2 12" PPSU tube stiffener, 6/bag Cc* 1 15 1.94 BG
603Q3 %" PPSU tube stiffener, 6/bag  C* 1 15 3.10 BG
603Q4 1" PPSU tube stiffener, 6/bag Cc* 1 15 3.87 BG
603Q5 1Y4" SS tube stiffener Cc* 1 20 11.48 €A
60305 603Q6 1% SS tube stiffener C* 1 20 12.25€a
603Q7 2" SS tube stiffener C* 1 20 13.62EA

Packaging Codes || B: bulk C: cut-case box *:individually bar-coded

Fitting Installation

Insert only Copper, PEX, CPVC, or stainless steel tubing into Fit Quick fittings. Do not insert fingers or other body parts into the

Fit Quick connection or grip rings. Immediate emergency medical attention may be required for removal.

Tube ends must have clean, round,

Heat or glues should never be used during installation of Fit Quick fittings. Do not solder within 10" of the Fit Quick connection.

smooth cuts. Any jagged or sharp edges must be removed prior to insertion into the fitting.

When using PEX tubing, inspect the outer diameter and use a tube stiffener to ensure proper installation.
Water and heating system should be free from contaminants, chemicals, aggressive metals, and have a balanced pH level.

1 Cut tube

2 Ream then deburr 3 Mark Insertion Depth:

J
o

W
%" =1.063"
= 1.313"
14" = 1.65"
135" = 1.70"
2"=1.75"

4 Insert tube

(

insert
stiffener
when using
PEX tube

Disconnect If necessary

snap disconnect
tool over tube and

against fitting

fitting and pull apart
using a twisting motion

For instructions on removing 1%4" - 2" fittings, visit www.siouxchief.com
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